
Lotek A/S, Bohrsvej 7,  DK-8600 Silkeborg, Tel. +45 70 13 52 00, Fax +45 86 80 32 39, www.lotek.dk, mabe@lotek.dk

Fire valves for the attachment of hoses to rising mains in buildings, mainly used 

in wall cabinets. Body out of brass.

Landing Valve
Inlet   Outlet    Weight (kg)  

G 1 A / BSP Male   G 1 A / BSP male  0,45 

G 1 AG / BSP male D-25    0,50

G 1 A / BSP male D-25    0,75

G 1 ½ A / BSP Male   G 1 ½ A  / BSP male  1,06

G 1 ½ A / BSP Male   38    1,20

G 1 ½ A / BSP Male   C-52    1,30

G 2 A / BSP Male   G 2 A / BSP male  1,60

G 2 A / BSP Male   C-52    1,80

G 2 A / BSP Male   C-52    1,60

G 2 / BSP Female G 2 / BSP Female  1,90

G 2 ½ A / BSP Male   G 2 A ½ / BSP male  2,60

G 2 ½ A / BSP Male   65    3,10

G 2 ½ A / BSP Male   B-75    3,10

G 2 ½ A / BSP Male   B-75    3,50  

Landing valves
Landing valves for attachment of hoses to rising mains.
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